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PREFACE

This report looks into the potential of using Graphene Phase Modulators to design low power, 
low loss and low drive voltages. The state of the art phase shifters have a high power 
comsumption of 8.5 mW per phase shift. The phase shift is typically induced through thermal 
tuning, which results in high power dissipation. A 1000 x 1000 array of such element will 
comsume on an average of 4.35 kW. Thermal tuning also limits the speed of the devices to 
100 kHz. The proposed graphene phase modulator is aimed to have low power comsumption of 
1.3 uW per phase shift and no direct current (DC) power consumption. Phase shift is induced 
through the linear electro-optic (EO) effect. A 1000 x 1000 array will have a power consumption 
of 650 mW. The potential of using a capacitive thin film integrated capacitor can render any 
passive platform active through the modal interaction, thereby enabling novel applications. In 
addition, this report looks into methods to improve graphene-metal contact resistance – a long 
standing problem in two-dimensional (2D) materials. Low contact-resistance is crucial for 
achieving high bandwidth, as high resistance negatively contributes to the resistor-capacitor (RC)
bandwidth of the modulator. The state of the art graphene contacts achieve low contact resistance 
either by using clean and high quality exfoliated graphene sheets or exotic cleaning techniques, 
such as laser cleaning, which limits the scalability for wafer scale applications with high device 
density.
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1. SUMMARY

We show in this report that graphene can provide electro-optic properties to traditionally passive 
optical materials. We show a 0.6 GHz electro-refractive modulator with V L of 1.4 Vcm based 
on graphene layers integrated with a silicon nitride waveguide. Under applied voltage, we 
experimentally reach the theoretically predicted anomalous regime of the graphene index, where 
the real part of the index is changed by 250 percent while its imaginary part (i.e. the absorption) 
remains largely unchanged. Moreover, we developed a process for reducing contact resistance of 
embedded graphene in photonic strutures, using using scalable chemical vapor deposition (CVD) 
grown graphene, which enables large scale fabrication high density graphene-based electro-optic 
devices. We measured our CVD graphene contact resistance of 1.2 - at the Dirac point of 
graphene (minimal carrier density), where the contact-resistance value is the highest. This value 
is apporximatelly one order of magnitude higher than measured without the optimized process, 
and it is sufficient to ensure that 30 GHz operation. We believe the contact resistance value can 
be at least an order of magnitude lower with higher carrier gating of graphene, such as a typical
bias point for graphene phase modulators. This opens the door to higher bandwidth phase 
modulators.



3
Approved for public release; distribution is unlimited.

2. INTRODUCTION

2.1 Background

2.1.1 Graphene’s Electro-Optic Properties

Despite enormous advances in integrated photonics over the last decade, an efficient integrated 
phase delay remains to be demonstrated. This problem is fundamental- most monolithic thin film 
deposition relies on centro symmetric materials (such as silicon, silicon dioxide, silicon nitride), 
which by definition do not have an electro-optic effect. Such materials have been shown to be 
excellent transparent materials, however they are either optically passive, or rely on very small 
plasma dispersion effect or power-hungry thermo-optic effect for tunability. These phase change 
materials have losses associated due to heating or carrier injection in the waveguides. Here we 
show that graphene can be used to provide electro-optic properties to traditionally passive optical 
materials. 

Graphene is a versatile 2D material with wavelength-insensitive electrical tunability of its optical 
absorption and refractive index (Figure 1). As seen in Figure 1, theory predicts a strong tenability 
of the graphene’s optical properties with tuning of the Fermi level. This tuning is achieved here 
via electrostatic doping by embedding the graphene in a capacitor (as shown in Figure 1c). As 
the Fermi level is tuned, it is predicted that the absorption decreases (region I). As the tuning is 
further increased, the absorption becomes negligible, while the index of refraction changes 
drastically (region II and III). The ease of integration with silicon photonics and the capacitive 
nature of graphene electro-optic devices renders graphene an attractive choice for photonics. The 
electrostatic tunability of the optical properites of graphene lends graphene the novel capability 
of transcending any passive platform to an active device. 

To date, the state of the art graphene electro-optic modulators level has been mostly designed 
using the voltage tunable absorption of graphene [1,2]. The potential of utilizing the voltage 
dependent refractive index tunability of graphene has been recently demonstrated in [5,6,7]. In
these devices, however, the phase modulation is accompanied by loss modulation at low voltages 
of operation, where absorption and refractive index gets tuned simultaneously. In [8,9], the 
regime of low loss and high refractive index of graphene has been electrostatically tuned using 
electrolytic ion gels, which render these devices low speed. Using the current Silicon-insulator-
graphene configuration in [8,9], the authors have not yet achieved the regime where the 
absorption of graphene is low and the phase change is high. Their device is limited within the 
fermi energy level of 0.5 eV (region I of Figure 1a), where loss and phase change proceed 
simultaneously. Recently, the devices demonstrated have limited speed of operation since they 
use electrolyte, whereas the silicon–insulator-graphene configuration are limited to the high loss 
and phase change regime (region I of Figure 1a).
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Figure 1: Graphene’s Electro-Optic Properties
(a) Theoretical absorption and refractive index as a function of Fermi level for intrinsic 

graphene (region I – high absorption, region II – low absorption). (b) Optical micrograph of the 
fabricated device (interferometer arms false colored). (c) Device cross section showing 

graphene-HfO2-graphene capacitor on Si3N4 waveguide.

2.1.2 Graphene Bandwidth and Contacts

Achieving low contact resistance between graphene and metal electrodes is crucial for high 
speed graphene-based electro-optic devices. Standard surface contacts (such as the ones shown 
schematically in Figure 2) , in general have extremely high resostance since graphene lacks 
vertical surface bonding sites.

The graphene modulator’s operation bandwidth is not practically limited by the carrier transport 
in graphene, but it is bottlenecked by the parasitic components of the modulator circuit. These 
parasitics are the capacitor formed by the graphene-dielectric-graphene stack, graphene-sheet 
resistance, and graphene-metal contact resistance. Figure 2 describes an equivalent circuit model 
of a graphene modulators utilizing graphene-dielectric-graphene structure. In bottom inset of 
Figure 2, Rsource is the source impedance, Rcontact is the contact resistance from the graphene-
metal interface, Rsheet is the resistance from the graphene sheet, and C is the capacitance of the 
modulator. The electro-optic bandwidth is approximately modeled by the RC bandwidth, where 
the cutoff frequency, fc, is approximately equal to 1/(2 RtotalC), where Rtotal = Rsource + 2(Rcontact +
Rsheet). While it is possible to engineer the device footprint to reduce the capacitance and the 
sheet resistance, for example, by reducing the width and length of the graphene and dielectric 
spacing between the graphene layers, the contact resistance is fundamentally related to how the 
metal-graphene interface is formed. Typically, surface contacts have been employed to interface 
the metal and the graphene surface, where the metal is deposited at the graphene’s top surface in 
order to form contacts. The metal and graphene interaction in the surface contacts approach 
occurs perpendicularly to the graphene molecular 2D plane. Since graphene lacks vertical 
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surface bonding sites, surface contacts are fundamentally incapable of maximizing metal and 
graphene interaction due to weak orbital hybridization and chemical bonding with the metal. [10]

Figure 2: Circuit Model of a Graphene Modulators Utilizing Graphene-Dielectric-
Graphene Structure

(Top) Schematic of a graphene modulator from Ref. [7]. It has graphene-dielectric-graphene 
stack on top of a Si3N4 waveguide to modulate the optical mode. (Bottom) Equivalent circuit of 

the modulator. Rsource is the source impedance, Rcontact is the contact resistance from the 
graphene-metal interface, Rsheet is the resistance from the graphene sheet, and C is the 

capacitance of the modulator.

2.2 Approach

2.2.1 Modulators

In this report, we show a modulator that achieves in the theoretically predicted regime where 
only the phase is modulated while the absorption of the graphene remains low. Figure 1a shows 
the different regimes of the absorption and refractive index (optical permittivity) of graphene 
dependent on the Fermi level [3,4,5] which can be electrically tuned. In order to reach the regime 
where only the real part of refractive index is modulated, one needs to apply high electric field 
across the graphene-insulator-graphene capacitor (region II in Figure 1a), a challenging task due 
to the  dielectric breakdown of the oxides commonly used in silicon photonics [1,2] , Mohsin et 
al. [6] have recently demonstrated EO modulation using the voltage-dependent refractive index, 
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but their device is accompanied by loss modulation due to the low operating voltages (region I in 
Figure 1a). 

In order to achieve the regime where only the phase is modulated, we design a modulator with 
embedded high-K and high breakdown dielectric (Hafnia, HfO2) for enabling large modulation 
of the Fermi level (Figure 1b,c). This allows the graphene to be biased into the low-loss regime 
with no inter-band transitions. To test phase modulation, we fabricate an unbalanced integrated 
Mach-Zender interferometer (MZI) -HfO2-graphene 

Si3N4 waveguides for single mode (transverse electric (TE)) propagation at 1560 nm. The 
fabrication follows the process described in [2], except that HfO2 is used as a dielectric between 
the two CVD graphene layers.

2.2.2 Graphene Edge Contacts

In order to overcome the typically high resistance of graphene devices, we fabricated graphene 
contacts that interface between the metal and graphene sheets via graphene in-plane edges [10]
(see Figure 3) by utilizing highly scalable CVD graphene and atomic layer deposition (ALD)
HfO2 dielectric layers. Interfacing metal and graphene along the graphene edge has the potential 
to fundamentally reduce the contact resistance by interfacing the metal with graphene in the 
strong in-plane hybridization direction of the graphene. We also encapsulate the graphene layer 
with ALD HfO2 on the top and bottom to serve as graphene protection as well as to ensure that 
only the graphene in-plane edges are exposed to the metal. Figure 3 describes this approach. 

Figure 3: Graphene Edge Contacts
Graphene layer is encapsulated by dielectric layer on top and bottom. By etching this stack, it 

allows to expose the graphene edge, where subsequent deposition of metal will only allow metal-
graphene contact at the edges of the graphene.
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3. METHODS, ASSUMPTIONS, AND PROCEDURES

3.1 Theory and Methodology

The optical properties of 2D graphene can be modified electrically and, according to theory
[1,2], the real part of the refractive index (RI) can be tuned without altering the imaginary part 
(i.e. absorption). The optical properties of graphene can be tuned by doping graphene 
electrostatically, i.e. by applying a voltage V across a graphene-insulator-graphene capacitor. The 
doping of graphene induces a shift in the Fermi energy level of graphene, given by: 

 =  +   /
(1)

where, is the vacuum permittivity, is the relative permittivity of the insulator, is the 
electronic charge, v is the Fermi velocity in graphene and n is the initial chemical doping 
of the graphene layer (which is dependent on the processing of the graphene and on the substrate
[3,4]). The real part ( ) and imaginary part ( ) of the RI of graphene are related to the optical 
conductivity ( ) through equations 2 and 3.( + ) = 1 +  ( )                                                                (2)

( ) =  2  +  24  +   24  2 (  +  2 )(   2 )  + (2 ) +  4  +  
where is the thickness of the graphene layer ( = 0.345 nm), is the universal conductivity of 
graphene, is the reduced Planck’s constant, is the optical frequency, is the Boltzmann 
constant, is the temperature and is the intra-band carrier relaxation time, assumed here to be 
100 fs, as predicted for similar structures [5]. This dependence is shown in Figure 1a (solid lines) 
where in the predicted anomalous region, the changes by an order of magnitude, while the 
(absorption) remains low.

The real and imaginary part of the complex optical conductivity is shown in Figure 4 with 
different intra-band scattering rates. It is difficult to reach the anomalous regime in an integrated, 
high-speed device because the required high electric fields (2.5 – 3.5 MV/cm) approach typical 
breakdown fields of thin-film oxides. To date this regime of high index change and low 
absorption has only been achieved by using ion/electrolyte gel gating [6], which is a 
fundamentally slow process. The low breakdown strength of the dielectrics have limited the 
state-of-the-art integrated graphene devices to modulating only the of graphene [7,8].

(3)
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Figure 4: Theoretical Complex Optical Conductivity of Graphene for different Intra-Band 
Scattering Rates

In order to achieve the predicted regime we use the configuration described in Figure 5. 2D 
monolayer graphene behaves as a bipolar material, which suggests that the graphene sheet can 
either be p-doped or n-doped by extracting or injecting electrons in the sheets. Graphene is also a 
good conductor with mobilities in CVD graphene reaching about 1000 cm2/(V.s). These two 
features render graphene as an excellent material for creating the two conductors in a parallel 
plate capacitor configuration. The parallel plate capacitor configuration can be used to introduce 
electrons in one sheet and extract electrons from the other sheet. The measure of the electric 
fields or voltage/distance that can be applied across the two electrodes in a parallel plate 
capacitor is determined by the dielectric constant and the breakdown fields which the dielectric 
separating the two electrodes can tolerate. We use a high-K and high breakdown dielectric.
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Figure 5: Principle of Operation of Graphene-HfO2-Graphene Capacitor

3.2 Transmission Line Method to Measure Graphene Contact Resistance

Transmission line method (TLM) is used to measure the contact resistance in graphene devices. 
Figure 6 describes how TLM can be used to measure the contact resistance. We fabrictate TLM 
test structures that consists of graphene channels with various lengths. We measure the resistance 
of the channels and plot the resistance vs length, as shown in Figure 6b. If we normalize the 
resistance values by the width of the graphene channel, and find the y-intercept of the linear fit, 
this intercept is the resitance contribution from the two contacts of the graphene channel. We can 
extrapolate the contact resistance from this y-intercept of the linear fit, i.e., the contact resistance, 
Rc, is equal to the half of this y-intercept.
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Figure 6: TLM to Measure Graphene Contact Resistance
(a) A schematic of a TLM test structure. Green strip is the graphene channel with width W. 

Yellow rectangles are metal contacts, and are separated with various separation distances di

(i = 1, 2, …). (b) This example of a TLM plot describes how to extract the contact resistance. By 
measuring and linearly fitting the resistance normalized by the channel width (R×W) at various 

channel lengths, y-intercept of the fit (d = 0) is the resistance contribution of two contacts. 
Therefore, the contact resistance, Rc, is equal to half of the y-intercept of this fit.

3.3 Fabrication

The fabrication of the integrated graphene MZI’s and devices is detailed in Figure 7.
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Figure 7: Fabrication Flow for the Graphene Devices

The fabrication of graphene edge contacts is detailed in Figure 8. The critical steps in fabricating 
graphene edge contacts is STEP 5 and STEP 6 in Figure 8. In STEP 5, it is critical to etch the 
graphene stack with an angled-etch as opposed to vertical side wall etch. During metal 
evaporation, the metal may not form contact with graphene because evaporation is vertical and 
anisotropic. The angled side wall of the stack ensures that the graphene edge is exposed and that 
the metal can form contact. Figure 9 illustrates this point.
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Figure 8: Fabrication Flow for Graphene Edge Contacts
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Figure 9: The Effect of Side Wall Angle in Forming Graphene Edge Contacts
The etch step (STEP 5 in Figure 8) is crucial in forming good edge contacts because the angled 
etch (right inset) exposes the graphene edge and allows metal to access that edge, as opposed to 

vertical side walls (left inset).

Another cricital step is to make sure that the exposed graphene edge is clean and residue free. 
The etching step consists of low power etch with Cl2 and Ar based chemistry. The reason for 
using Cl2 chemistry is that it has the relatively good selectivity for etching HfO2, where volatile 
hafnium based etch byproducts are rare. Cl2 does not chemically etch the mask resist, hydrogen 
silsesquioxane (HSQ), and therefore, redeposition of the resist due to physical etching 
accumulates on the side wall and contaminates the graphene edge. Because HSQ is easily 
removed in buffered oxide etch (BOE) while HfO2 is etched slowly in BOE, a short BOE dip can 
remove this sidewall residues. Figure 10 shows the scanning electron microscope (SEM) image 
of the redespoited sidewalls, and how BOE dip can remove this residue.
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Figure 10: SEM Image of the Redespoited Sidewalls and how BOE Dip can Remove this 
Residue

(a, b) SEM images of the resist residue on the sidewall of the stack before and after the BOE dip, 
respectively. The hump on the stack in (a) as well as some speckles on the stubstrate is cleaned 

with BOE, as (b) clearly shows no humps and cleaner substrate. (c) Transmission electron 
microscope image of a cross-section of the fabricated graphene channel at the graphene-metal 
edge interface. This device was fabricated without removing the resist residue shown in (a). The 

purple (false-color) highlighted region is the resist residue on the side wall of the graphene 
stack, and it prohibits clean metal-graphene interface formation. The side angle of the stack is 

also clearly shown.
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4. RESULTS AND DISCUSSION

4.1 Graphene Electro-Refractive Modulator

We report the experimental demonstration of the electro-refractive modulator based on graphene 
in the regime where absorption of graphene is modulated minimally (by less than 1 dB) while the 
phase is modulated strongly ( device). We integrated the 
capacitor in a Si3N4-waveguide-based unbalanced MZI and extract the change in effective 
refractive index from the optical spectra at several voltages. For capacitor voltages less than 
6.8 V, loss and phase modulation occur simultaneously, causing the MZI fringes to blue shift by 
approximately 1 nm, indicating an effective refractive index change of -1.4x10-3 for the entire 
graphene capacitor/waveguide structure (Figure 11). When higher voltages are applied 

-band absorption stops due to the unavailability of vacant states, 
the MZI fringes red shift by approximately 0.3 nm indicating an effective index of 4x10-4.

Figure 11: Electrical and Optical Measurements - Effective Index and Absorption Profile
of the Propagating TE Mode with different Voltages Applied to the Graphene Capacitor on 

the Right Arm
Dashed lines serve as a guide to the eye. TOP INSET: Transmission response of the device 

shown in Figure 1(c) at different voltages applied across the top and bottom graphene electrode.

After subtracting the fiber-chip coupling losses, the insertion loss of the graphene modulator 
average -only regime, for a total insertion loss of 7 dB. As shown 
inFigure 12, the variation of effective refractive index of the propagating mode in the presence of 
graphene follows the theoretically expected trend. RF measurements on the device at the 
different voltages indicate that the device behaves as a phase modulator between 6.8V and 7.5V 
with a 3-dB RC limited bandwidth of 640 MHz (Figure 13).

By fitting pur results to the theoretical predictions, we show that in one of the graphene layers, 
we achieve low absorption. When we increase the index change, the absorption decreases. In 
order to achieve low absorption and high index change, both the layers have to be doped 
intrinsically.
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Figure 12: Electrical and Optical Measurements - Refractive Index and Absorption of Top 
and Bottom Graphene Sheets Obtained from Figure 2 and COMSOL Simulations

As seen, it is found that both the graphene sheets are doped to -0.24eV, due to which only the 
bottom sheet reaches the transparent regime, whereas the top sheet is still absorbing, thereby 

limiting the performance of the device.

Figure 13: RC Frequency Response of the Capacitive Devices
The 3dB bandwidth for these devices is about 0.6 GHz.
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4.1.1 Change in MZI Transmission after using Ammonium Persulfate

The experimental results obtained in the first fabrication run show that the top and bottom 
graphene sheets are p-doped to -0.24 eV, which causes only one of the graphene layers to be 
electrically tuned to the low loss regime, however the other graphene layer is still absorbing. It 
was seen that the transfer process contributes to the doping concentration of graphene. Initially, 
the back Cu was etched using FeCl3 solution. The electrolytic reaction lead to replace the Cu2+

ions with Fe3+, which doped the graphene, which lead to the graphene layer being doped. We 
decided to use ammonium persulphate to etch the backside Cu, which reduces the doping on 
graphene. We fabricate devices as shown Figure 14, using the new graphene wet transfer 
method. 

Figure 14: Graphene Devices Fabricated using New Ammonium Persulphate Transfer
Method

The current devices have dimensions of 2 μm × 532 nm as seen in Figure 14. The MZI 
transmission is measured by applying voltage across 200um of graphene-HfO2-graphene 
capacitor on one arm of balanced MZI (Figure 14). Figure 15 shows the trend for graphene 
absorption with voltage across the devices. The extracted graphene absorption as a function of 
the voltage applied across the top and bottom sheet is shown in Figure 16.
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Figure 15: MZI Transmission with Voltage

Figure 16: Extracted Graphene Absorption Modulation at different Bias Voltages at 
1550 nm

We demonstrate the reduction in initial doping of the graphene layer by measuring the 
transmission at the output of an on-chip MZI when a bias voltage is applied to 200 um graphene 
length on one arm of a balanced interferometer at 1560 nm. The hysteresis in the graphene 
devices have also been measured by sweep the voltage across 32 nm of HfO2 from 0 to 9 V, 9 V
to 0 V, 0 V to -9 V, -9 V to 0 V.

When graphene is initially p-doped, due to presence of inherent charges on the monolayer 
graphene, the output transmission power is different when the polarity of voltage applied across 
the graphene capacitor is reversed. Due to the presence of inherent charges in graphene, the 
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graphene monolayer becomes more transparent under one voltage polarity as compared to the 
reverse polarity.

Figure 17: MZI Transmission for Devices when Graphene is initially p-doped

As expected from recent fabrication run – when the graphene is undoped, the MZI transmission 
output remains the same when the voltage polarities are reversed.

Figure 18: MZI Transmission when Graphene is Unbiased initially

Through COMSOL simulations on a 2 um wide x 530 nm tall waveguides, the effective index 
change iis much smaller than for waveguides of 1 um wide x 330 nm, but the absorption scales 
as before (Figure 19). The devices designed in this run have zero arm length difference between 
the two arms.
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Figure 19: COMSOL Simulated Effective Index Change for Waveguide Configuration
2 um Wide x 530 nm Tall Waveguides

In a balanced Mach-Zender interferometer with balanced arms, the MZI transmission response is 
given by= 1 +  , where = ( )  (0), = ( )  (0)
and = 200 .

Using the change in effective index and absorption in graphene integrated waveguide (COMSOL 
simulation), Figure 20 describes the trend in the Transmission response with different voltage V. 
Unfortunatelly, in this wavelength range the absorption has more effect than the effective index 
and overshadows the phase change effect in a balanced Mach-Zender.

Experiments were done by applying a bias voltage on graphene-HfO2-graphene capacitor on one 
arm of a balanced Mach-Zender and the MZI transmission response is recorded in Figure 21.
Substrate was heated to 30 C. As seen, the effect of change in absorption can be illustrated as 
following. The multiple peaks are due to fabry perot reflections at the mode splitters (multimode 
interference (MMI)). The extracted absorption fit against the theoretically obtained value in 
Figure 22.

– The trend of change in absorption of graphene with applied voltage is extracted from 
the experimental results at a wavelength of 1570 nm.

– The extracted R = 12 for HfO2 with an initial doping of -0.2eV. Dielectric thickness 
= 30nm.
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Figure 20: Theoretical Transmission in a balanced Mach Zehnder at different Voltages 
Applied across the Top and Bottom Electrode

Figure 21: Measured Transmission vs Wavelength at different Bias Voltages when the 
Substrate is Heated to 30 C
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Figure 22: Extracted Aborption in Graphene vs Voltage and Comparison with Theory

4.1.2 Mid-Infrared Modulation by Graphene

In the mid-infrared (IR) we expect a stronger graphene response since in order to reach the 
transoparenmcy region one needs much smaller voltage. The MZI response for the graphene 
devices were tested at different mid-IR wavelengths (1.7 – 2.642 um) and shown in Figure 23.
As expected we observe that with increased applied voltage, the extinction ratio increases as the 
graphene becomes more transparent with high bias lengths. 

Figure 23: MZI Transmission Output Extinction Ratio vs Voltage for Mid-IR Wavelengths
(1.7 – 2.6 um)
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4.2 Graphene Edge Contacts

In order to show the importance of optimizing the process flow, Figure 24 shows the contact 
resistance measured from the first set of devices, where the resist residues on the stack sidewalls, 
as described by Figure 10a and c, are not removed by BOE. As shown by the measurements this 

-
quality metal-graphene interface.

Figure 25 shows the resistance measurements taken from a second set of devices for which the 
process was optimized, and where the sidewall residues were removed with BOE to clean the 
exposed graphene edge. The resistance values are normalized with respect to the width at various 
graphene channel lengths for simpler contact resisntane extraction. The extracted contact 

-
magnitude improvement from the previous set of devices with sidewall residues. Note that 
contact resistance is dependant on carrier doping of the graphene [11], which means at higher 
carrier doping (thus higher fermi levels), the contact resistance might further derease. For 
ex -

- -doped by applying a back gate 
voltage, which is approximately one order of magnitude improvement.

Assuming we can achieve similar magnitude of improvement in our current contact resistance as 
-

which is very close the best state of the art CVD graphene contact resistance [12]. When applied 
to the devices that we previously demonstrated based on ring resonators [7], we expect to 
achieve a bandwidth of at least 50GHz. Note that the distribution of the resistance values at 10 

some uncertainty to the contact resistance measurement. 
This is primarily due to low quality graphene transfer, resulting in tears, wrinkles, and residues. 
Figure 26 is a optical microscope image describing these problems with the graphene transfer. 
The tears can both increase the resistance both the channel and the edge contacts by reducing the 
effective width of the contact. Polymer residues resulting from the transfer are defects and 
scattering points for carriers in the channel, increasing the total resistance of the device, as 
indicated by very high sheet resistance from the TLM measurement in Figure 25. 
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Figure 24: First Generation of Graphene Edge Contacts
Resistance is plotted with respect to graphene channel length. The blue dots are measured values 
and orange line is the linear fit to the data. The extracted contact resistance from the linear fit of 

the data is 28 k - m.

Figure 25: Resistance Normalized to Width with Respect to graphene Channel Length
The extracted contact resistance from the linear fit of the data is 1.2 k - m.
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Figure 26: CVD Graphene Transfer Tears and Residues
The density of tears in the graphene sheet increases the resistance of graphene devices and 

inconsistent values of resistances. Poly(methyl methacrylate) (PMMA) residues also increase the 
resistance of the devices.
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5. CONCLUSIONS

Here we show that graphene can provide electro-optic properties to traditionally passive optical 
materials. We show a 0.6 GHz electro-refractive modulator with V L of 1.4 Vcm based on 
graphene layers integrated with a silicon nitride waveguide. Under applied voltage, we 
experimentally reach the theoretically predicted anomalous regime of the graphene index, where 
the real part of the index is changed by 250 percent while its imaginary part (i.e. the absorption) 
remains largely unchanged. In addition, we show a process for achieving low contact resistance 
using CVD graphene for scalable graphene based electro-optical devices - Dirac 
point contact resistance, enabling high speed devices, 

Our work developed the critical steps for a platform consisting of 2D materials embedded in 
waveguides, in which electrostatic doping is used for tuning the dielectric properties of the 
guiding structures. Graphene as well as other 2D materials and thin films, have been shown 
recently to exhibit high tunability of index with doping. This platform could enable ultrafast 
devices with unprecedented low power. These critical steps are summarized below:

(I) a process flow for fabricating edge contacts with sufficient low contact resistance to 
enable modualtors beyond 50GHz.
(II) Waveguide with embedded ghraphene with a geometry that enbales ultra- high
electrostatic doping, enabling.
(III) Developed doping-free transfer of graphene, for which  doping is only induced 
electrostatiocllay, and therefore ultra low absorption can be acheievd. We show absorption 
below 2dB/mm, or less than 5% absorption for a length of 100 microns-more than sufficient 
to achieve full modulation.
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6. RECOMMENDATIONS

Future work:

In order to demonstrate a phase modulator based on these preliminary results, an 
optimized geometry, for which the Mach Zehnder operates as a single mode (instead of 
the multi-mode structures we measured) should be designed and tested.
Using our developed graphene edge contacts that enable high bandwidth, one could 
fabricate compact resonator-based modulators and demonstrate ultra-high bandwidth 
devices with speeds well beyond the typical ~30-40GHz silicon modulators. In addition 
these edge contacts could be applied to longer strcutures such as Mach Zehnders, as long 
as the graphene transfer process is further optimized to ensure low sheet resistance.
Based on the graphene high level of transparency that we achieved, one could use  
Graphene as effective contact for photonic devices. This can be especially suefull when 
embedding 2D materials that require a speicifc doping type (p or n) in order to tune their 
optical properties. 
Measure edge contact resistance under electrostatic doping. Higher doping is expected to 
reduce the resistance.
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LIST OF ABBREVIATIONS, ACRONYMS, AND SYMBOLS

ACRONYM DESCRIPTION
2D two-dimensional
ALD atomic layer deposition
BOE buffered oxide etch
CVD chemical vapor deposition
DC direct current
EO electro-optic/optical
HSQ hydrogen silsesquioxane
IR infrared
MMI multimode interference
MZI Mach-Zender interferometer
PMMA poly(methyl methacrylate)
RC resistor-capacitor
RI refractive index
SEM scanning electron microscope
TE transverse electric
TLM transmission line method


